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SECTION DD5"

FL. EL. 0’-0"

SECTION

SCALE 1=25

ROOF EL. 11’-0"

TOP ENCLOSURE

C.L. EL. 11’-10 1/2" CHILLED WATER SUPPLY

C.L. EL. 9’-9 1/2" AIR SUPPLY
C.L. EL.10’-3" DI WATER RETURN
C.L. EL. 10’-8 1/2" DI WATER SUPPLY

C.L. EL. 11’-3" CHILLED WATER RETURN

SCALE 1=10

SECTION 1-1
BB

SCALE 1=25

SECTION

FL. EL. 0’-0"

CC

1-ID-B

BLDG.
1

ROOF EL. 11’-0"
TOP ENCLOSURE

 TOP MEZZANINE
 FLOOR EL. 12’-2"

C.L. EL. 13’-2" CHILLED WATER SUPPLY

C.L. EL. 13’-2" CHILLED WATER RETURN

C.L. EL. 13’-2"
C.L. EL. 12’-7 3/8"

6.
62

5"

SCALE 1=25
EE

4.00

4

FOR CHW AND DEIW SYSTEMS

BALANCING VALVES

PARTIAL ENLARGED PLAN

TYP. BRANCHES AND

DET "B"

0

112.067MM(4.41")

2-THE TWO PARTS WILL BE CONNECTING BY BUTT-WELD

  OPERATORS SHALL BE QUALIFIED PER ANSI COD B31.3

WELD, WELDING PROCEDURES, WELDERS, AND WELDING

1-SPOOL PIECE DIMENSION TO BE AS SHOWN

TYP. DET "A"

DET. A NOTES

10

SCALE 1=25

13520.9334mm [532.32"]

DET B

C.L. EL.10’-8 1/2" DI WATER SUPPLY

C.L. EL.11’-3" CHILLED WATER RETURN

C.L. EL.10’-3" DI WATER RETURN

C.L. EL.9’-9 1/2" AIR SUPPLY

C.L EL. 11’-10 1/2" CHILLED WATER SUPPLY

1

1-BM-A

UTILITY

#6
DET A

CHILLED WATER RETURN

DI WATER SUPPLY

DI WATER RETURN

AIR SUPPLY

18"

SCALE 1=20
DET. 1

5.5"

8.5"

26
" 5.5"

P
S

S

62.9
63.1 1000.0000m

m
 [39.37"]

116.07MM(4.57")

5221.6167mm [205.58"]
(44’-0")

UTILITY

#5

(17’-0")

#4

UTILITY

DD

1-ID-A

BB
EE

DI RETURN

DI SUPPLY
BOT. CL EL.10’-3"

TOP. C.L. EL.11’-7 3/8"
BOT. CL EL.10’-8 1/2"

TOP. C.L. EL.11’-7 3/8"
TOP. C.L. EL.14’-0"
BOT. CL EL.11’-10 1/2"

CHILLED WATER SUPPLY

TOP. C.L. EL.11’-7 3/8"
BOT. CL EL.9’-9 1/2"

BOT. CL EL.11’-3"
TOP. C.L. EL.14’-0"

CHILLED WATER RETURN1-BM-B
AIR SUPPLY

64

UTILITY
#7

TYP.

(32’-9")

C.L EL. 11’-10 1/2" CHILLED WATER SUPPLY

C.L. EL.11’-3" CHILLED WATER RETURN

C.L. EL.10’-8 1/2" DI WATER SUPPLY

C.L. EL.10’-3" DI WATER RETURN

FL. EL. 0’-0"

ROOF EL. 11’-0"
TOP ENCLOSURE

BLDG. 1-BM-C

C.L. EL.9’-9 1/2" AIR SUPPLY

TOP ENCLOSURE

FL. EL. 0’-0"

ROOF EL. 11’-0"

CHILLED WATER SUPPLY SECTION

BLDG. 1-BM-B

AIR SUPPLY

DI WATER RETURN

DI WATER SUPPLY

CL. EL. 13’-2"
CL. EL. 12’-7 3/8"

 TOP MEZZANINE
 FLOOR EL. 12’-2"

CHILLED WATER SUPPLY

CHILLED WATER RETURN SEE DET 1

C.L. EL. 11’-3" CHILLED WATER RETURN

C.L. EL.10’-3" DI WATER RETURN
C.L. EL. 10’-8 1/2" DI WATER SUPPLY

C.L. EL. 9’-9 1/2" AIR SUPPLY

FL. EL. 0’-0"

C.L. EL. 10’-8 1/2" DI WATER SUPPLY

C.L. EL. 11’-3" CHILLED WATER RETURN

C.L. EL. 11’-10 1/2" CHILLED WATER SUPPLY

C.L. EL. 11’-7 3/8" AIR SUPPLY

C.L. EL. 14’-0" CHILLED WATER RETURN

C.L. EL. 14’-0" CHILLED WATER SUPPLY

C.L. EL. 11’-10 1/2" CHILLED WATER SUPPLY

DI WATER SUPPLY

DI WATER RETURN

67

CHILLED WATER SUPPLY

20 30

METERS

40

POST SUPPORT# 1

15310.5957mm [602.78"]

10
00

.0
00

0m
m

 [3
9.

37
"]

BOT. CL EL.11’-10 1/2"

CHILLED WATER RETURN

BOT. CL EL.11’-3"
TOP. C.L. EL.13’-2"

TOP C.L. EL.13’-2"
CHILLED WATER SUPPLY

BOT. CL EL.9’-9 1/2"
TOP. C.L. EL.12’-7 3/8"

UTILITY

#3

AIR SUPPLY

SHEET 2

CC

BOT. CL EL.10’-8 1/2"
TOP. C.L. EL.12’-7 3/8"

TOP. C.L. EL.12’-7 3/8"
DI RETURN

BOT. CL EL.10’-3"

DI SUPPLY

#8 UTILITY

P
S

S

(50’-3")

BB

#2 UTILITY

1-BM-C

FF
SCALE 1=25

SECTION

66

14
’-0

"

1-ID-C

7246.9952mm [285.31"]
(23’-10")

EPS

#1 UTILITY

PSS

AA

FF

C.L. EL.10’-8 1/2"

DI WATER RETURN

C.L. EL.9’-9 1/2"

C.L. EL.10’-3"

DI WATER SUPPLY

AIR SUPPLY

C.L EL. 11’-10 1/2"

CHILLED WATER RETURNC.L. EL.11’-3"

10’-0"
TYP.

68

PLOT DATE 02/07/95

2-CABLE TRAY AND RACE WAYS SYSTEMS DRWAING NO. P41050107-200000-00

1-CABLE TRAY AND UTILITY PIPING SYSTEMS SEE DRAWING SKETCH NO. S07767 1SRIEU8

4-DEIONIZED WATER PIPING SEE DRAWING P41050107-620000-00

3-CHILLED WATER PIPING SEE DRWAING NO. P41050107-610000-00

5-AIR PIPING SEE DRWAING NO. P41050107-630000-00

REFERENCE DRAWING:

GREEN STIRPE FLUSH SEAL GASKETS FOR GROOVED

AND VICTAULIC STYLE 77 STANDARD FLEXIBLE.
AND FITTING . VICTAULIC STYLE 07 ZERO-FLEX

WELDED, ROLL GROOVED END.

MALLEABLE IRON HOUSING WITH GRADE E EPDM

USE TEES STAINLESS STEEL TYPE 304 SHC. 40,

40, WELDED, ROLL GROOVED.

ROLL GROOVED END.
STAINLESS STEEL TYPE 304 SHC. 40, WELDED,

WHITE NITRILE, 1/16" THK., FULL FACE.

LUBRICANT SHALL BE AS RECOMMENDED BY

WITH ASTM A563 GRADE B HEAVY HEX. NUTS

PIPE AND FITTING MANUFACTURER.

CLASS 125, FLANGED, S.S. BODY, S.S. BALL

OR APPROVED EQUAL.

WITH ASTM A563 GRADE B HEAVY HEX. NUTS

GASKET. VICTAULIC STYLE 741 OR EQUAL
CLASS 125, DRILLING,  MALLEEABLE IRON, WITH

HEX. HEAD MACHINE BOLTS ASTM A307 GRADE B

AND STEM, TEFLON SAETS AND SEAL: WORCESTER

OR EQUAL.

LUBRICANT

FLANGES

GASKETS

BOLTING

2"COUPLINGS

VALVES
BALL

BRANCH
CONN’S

FITTING 2"

2-FABRICATION OF ALL PIPING SYSTEM SHALL BE IN ACCORDANCE WITH

5-VENTS AND DRAINS SHALL BE PROVIDED FOR THE WHOLE SYSTEM,

CONNECTION AS REQUIRED. ALL VENT AND DRAIN CONNECTION
AND LOW POINTS THAT CANNOT BE VENTED OR DRAINED THROUGH
ALSO WHEN THE PHSICAL ARRANGEMENT OF PIPING RESULTS IN HIGH

3-WELD, WELDING PROCEDURES, WELDERS, AND WELDING OPERATOR

1- CONTRACTOR TO VERFIY ALL DIMENSION AND LOCATION BEFORE

4-FULL LENGHS OF PIPE SHALL BE USED WHEREVER POSSIBLE,

ANSI CODE FOR PRESSURE PIPING B31.3

FITTINGS SHALL CONFORM DIMENSIONALLY TO ANSI B16.9.

WITH COUPLING WILL NOT BE PERMITTED.

  SHALL BE QUALIFIED PER ANSI COD B31.3. ALL SS BUTTE-WELDING

RANDOM LENGHT ONLY 20’-0" TO BE USED. SHORT LENGHTS OF PIPE

8- PIPING SPECIFICATION:  ANSI CLASS: 125

6-INSPECTION AND TESTING OF ALL PIPING SYSTEM SHALL BE

7-ALL BRACHES TO HAVE ON/OFF BALL VALVE THE SAME SIZE

   ITEM     SIZE      DESCRIPTION

STAINLESS STEEL TYPE 304 SCH. PER ANSI B36.19,

VENTS AND DRAINS ON ALL LINES WILL BE PROVIDE WITH VALVE
THE SAME SIZE AS PIPE AND THE PIPE AT THE FREE END WILL

IN ACCORDANCE WITH ANSI CODE FOR PRESSURE PIPING B31.3

END WILL BE THREADED WITH CAP.

SHELL BE 3/4" UNLESS OTHERWISE NOTED DURING INSTALLATION.

AS THE BRACH.

   PIPE 2"

   FABRICATION.

STAGERT END OF LINES

TO SPACE FOR DRAIN CONNECTION.

FOR CHS AND DEI SYSTEMS

TYP. DRAIN DET.

ROOF EL. 11’-0"
TOP ENCLOSURE

BLDG. 1-ID-C

FL. EL. 0’-0"

CHILLED WATER SUPPLY

CHILLED WATER RETURN

C.L. EL. 12’-10 1/2"

C.L. EL. 13’-8 1/4"

6"

STAGERT END OF LINES

TO SPACE FOR VENT CONNECTION.

FOR CHS AND DEI SYSTEMS

TYP. VENT DET.

CHILLED WATER RETURN
CHILLED WATER SUPPLY

6"

3/4" Ø EX. HVY.,  HALF
COUPLING WELD TO HEADER

X 3" NIPPLE FOR GUID
AND DRILL THRU USING 3/4"Ø

1/4

BOTTOM OF BEAM
EL. 14’-3"

3/4"- 150# SCR’D
BALL VALVE 3/4" Ø PIPE CAP

EX. HVY. SCR’D

7.
37

5
6.

37
5"

5.
5"

33
"

5.
5"

TOP ROOF EL. 11’-0"

TOP DOOR COVER EL. 9’-6"

NOTE: SPACE BETWEEN PIPIE CL. BASED ON USING

PIPING SYSTEMS

DEIONIZED WATER SUPPLY
DEIONIZED WATER RETURN

CHILLED WATER SUPPLY
CHILLED WATER RETUN

GENERAL NOTES:

AIR

AND DRILL THRU USING 3/4"Ø

3/4"- 150# SCR’D

3/4" Ø PIPE CAP

EX. HVY. SCR’D

X 3" NIPPLE FOR GUID

BALL VALVE

1/4

BLDG. 1-ID-C

VIC COUPLING OR SOCKET FITTING ONLY NO FLAGES.

INSULATED

40°2"

1"

2"
2"
2"

40°
70°
70°

LINE SIZE TEMP.

YES 1"

NO

YES 1"
NO
NO

3.
5"

SCALE 1=10
SECTION 1-1AA

EXSISTING UNISTRUT

EMBEDED IN WALL

COUPLING WELD TO HEADER
3/4" Ø EX. HVY.,  HALF


